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Internal I/O

Rear Panel I/O

BIOS

Form Factor

  One ATA133 Port
  SATAII controller integrated
  - Up to 3.0Gb/s transfer speed
  - Can connect up to 6 internal SATAII devices

Based on the AMD!  780G chipset and supporting the 5.2 GT/s HyperTransport" , AMD Phenom"  FX,
Phenom" , Athlon"  64FX, Athlon"  64x2, Athlon"  64, Sempron"  processors, the AMD780G allows you
to build powerful PCs on a budget. Supporting up to 8GB of Dual Channel DDR2 memory at 1066MHz and
including FoxOne"  - Foxconn#s proprietary system control and monitoring solution - the A7GM-S2.0
delivers performance and affordability in one package. Gigabit LAN and 8-channel HD audio are also
included on this Microsoft Vista"  certified motherboard.The A7GM-S2.0 is the perfect sloution for home
cinema PCs.Or as the basis of a versatille multi-media PC.

  Supports ATI!  Hybrid GraphicsTM  technology

  1* PCIe2.0 x16 slot
  1* PCIe2.0 x1 slot
  2* PCI bus slots

  Supports 4 x 240-pin DIMMs of 1.8 Volt DDR2 SDRAM
  Supports up to 8GB memory size
  Supports dual channel DDR2 memory architecture
  Supports DDR2 1066/800/667 memory architecture

AMD!  780G &  SB700 Chipset
  Supports Socket AM2+ and AM3 for AMD Phenom"  FX, Phenom" , Athlon" , Sempron"  processors
  Supports 5.2 GT/s HyperTransport"
Notes: Please check our CPU compatibility table for full details

Actual model may vary from illustration

  Chip integrated by Realtek! ALC888-GR
  - Supports 7.1channel audio with jack sensing
  - Compliant with HDA interface
  Supports Gigabit LAN by Realtek! RTL8111B

FoxOne"  Premium technology
 Supports easy overclocking, voltage adjustment, fan control and system monitoring
from a dedicated Windows application.
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1 x PS/2 keyboard port
1 x PS/2 mouse port
1 x HDMI port
1 x DVI-D port

1 x audio jack supports 6 jacks
4 x USB 2.0 ports
1 x RJ45 LAN port
1 x VGA port

8Mb flash EEPROM w/ LAN boot PnP, ACPI, WfM, DMI 2.0

uATX form factor 9.6 inch x 9.6 inch

1 x ATX 24-Pin power connector
1 x 4-pin ATX 12V power connector
2 x 4-pin CPU / System FAN connectors
1 x CD-in connector
1 x Front panel connector
1 x Front Audio Header
1 x IDE connector
1 x Floppy connector
3 x USB power headers
1 x IrDA header

  Supports up to 10 USB2.0 ports (Rear panel x4, pin header x3 support 6 ports)
  - Transfer rate is up to 480Mbps

3 x USB 2.0 connectors support additional 6 ports
6 x Serial ATAII connectors
1 x Intruder Alarm header
1 x S/PDIF Out header
1 x TPM header
1 x Speaker header
1 x COM1 header
1 x COM2 header (reserved)
1 x Buzzer (reserved)
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